P.C.C. SIDEWALK LE
ASPHALT CONCRETE WITH SIDEWALK
WEARING COURSE
. A .-

EXISTING GROUND LINE

CONCRETE FOUNDATION
(PLACE IN ONE POUR.)

FOUNDATION EXTENSION WITH SIDEWALK DETAIL

(SEE STD. DWG. 5—6 FOR ADDITIONAL DETAILS)

ASPHALT CONCRETE WEARING COURSE, NOMINAL THICKNESS 2"
(PEDESTRIAN LANDING OR WIDENED SHOULDER)
<>x_>m_.m
_ Ammm_v_t»z _

Pole

AGGREGATE SHOULDER MATERIAL
NOMINAL THICKNESS 4

—LEVEL WITH EDGE OF PAVEMENT
| .——FOUNDATION EXTENSION

ERIIND 252
h¢“~———SLOPE AS DIRECTED

CONCRETE FOUNDATION
(PLACE IN ONE POUR.)

FOUNDATION EXTENSION DETAIL

(SEE STD. DWG. 5—6 FOR ADDITIONAL DETAILS)

OLE ALTERNATE METHOD:
PREFERRED METHOD:
LIFT POLE & BORE
HOLE WITH STAR DRILL.
INSTALL CONDUIT AND
REGROUT.

CONDUIT AND REGROUT.

CONDUIT ATt EXISTING POLE FOUNDATION

CONDUIT INSTALLATION AT
EXISTING POLE FOUNDATION DETAIL

9" 9" See Detail B
4-10°

SIDEWALK

/ 110 Radius

ENDS “

re

110 Radius Install |single—sided
\I sign (2 required)

49" N,

126 Nu&:h|\

POl
LEVEL
/\\ﬂ0cza>._._oz EXTENSION
. (EXTEND REBAR CAGE TO TOP)
’ ~ SLOPE AS DIRECTED
2 j% FILL AS DIRECTED

\V\\I FULL FOUNDATION DEPTH

(EXTEND REBAR CAGE TO TOP) GROUND LINE

N, (OR CUT) AS DIRECTED N

\\\l_..c_._u FOUNDATION DEPTH

CHIP THROUGH CONCRETE, INSTALL  SQUARE, REMAINING

D

A

4” DIA. STD. GALVANIZED
STEEL PIPE (ASTM A53,

SCH. 40, 4 1/2 "0D) 90" WEATHERTITE——
STEEL FLEX FITTING

6
CENTER

i

v

7-0" 70 7'—6"

|-—1 3/4"

N\

o I

u.mt

PUSHBUTTON

FRANGIBLE BASE (CAST
\\Zuc:_zcz OR CAST IRON)

SIDEWALK OR ISLAND

5]

BY MANUFACTURER

LENGTH AS REQUIREB——q 1 “||.
_

GALV. STEEL- m £

CONDUIT (SIZE >

AS REQUIRED) -

TOP 4 OF CONCRETE

W AR
. a, *

- N 7

- 3 MIN.

GROUND ROD

FOUNDATION SHALL BE

\4| —— 3/4 " DIA. ANCHOR BOLTS (4)

DEPTH MAY BE

(ASTM A—36 OR A—307)
BOLT CIRCLE AS SPECIFIED

ROUND OR SQUARE

2’ Min.

BY MANUFACTURER

- METER AND CABINET—<
———SIGN 1-1/2" MIN. "LB”
CONDUIT AS REQUIRED

POST CAP WITH SET SCREWS
USED IF PEDESTRIAN SIGNAL
NOT INSTALLED

MINIMUM HEIGHT TO
OF METER SOCKET.

FITTING

5/16 *

3"TO 2 1/2 " REDUCER BUSHING
(A53 GALV. STEEL)

5/16 "

>5.

L —5/16 N

f]

GALVANIZED OR
9 V STEEL STRAPS (

X,

CONDUIT FITTING

TRANSFORMER BASE USED —

CABINETS MOUNTED ON POLE

[
IF CONTROLLER OR I.B. '

4" DIA. STD. GALVANIZED STEEL PIPE —

PIPE CAP

(ASTM A53, SCH. 40, 4 1/2 "0.D.) —

PEDESTRIAN SIGNAL PEDESTAL

(ALL POLE ENTRANCES CONTAINING WIRING SHALL BE SMOOTH.)

Nylon Washer next to

sign face only

Flat steel washer

Nylon washer next
sign face only

/l'/ \lﬁon_u..:nn

Cut _bolt end within

to

EXISTING GRADE |

1/4" of nut, deform

\ end to prevent
3/8" x u|u\m..|\ /

removal

Flat steel washer

stainless steel bolt

7

2” 0D thin wall
formed tube
support frame.
(1/8" wall thickness)

1/4" x 4-1/2" bolt
v 2 required)

/Eﬂur V-wing

mounting sooket

—~——— Angle leg

FRONT 2"x 2" x 1/4"

SIDE

CROSSWALK CLOSURE SUPPORT DETAIL

(To be used in raised islands or where buildings
and/or insufficient R/W prevent installation

of free—standing sign shown below)

2" x 1/4” galvanized stra

(Cut strap to fit support,

Sign __..Sal/ \\Im.au face

3/8” x 7/8" stainless
steel bolt (Use with same
\| washers as detail above)

(Repeat on

See detail above

SECTION A-A

other side)

5_g"

| _2-0"_

METAL BOLLARD DETAIL

4" DIA. STD. GALVANIZED
STEEL PIPE (ASTM AS53,
SCH. 40, 4 1/2 *OD)

\\noz._.xo_u_.mx CABINET

STAINLESS
MIN. 3/4" WIDE)

2-1/2" TYPE “LB"

BASEPLATE — 3/4" ASTM A36
STEEL PLATE (SIZE TO AIT
TOP OF TRANSFORMER BASE).

GASKET — 30 LB. BUILDING
PAPER _.mz_z_ZCS WITH
M BASE ONLY.

ALUMIN

HOLDDOWN LUG —

LEVELING NUT AND WASHER
SIDEWALK OR ISLAND SURFACING——=— l Ny \
(4) ANCHOR BOLTS (ASTM A307) -
36" LONG WITH 3—1/4" HOOK.
BOLT DIAMETER AS RECOMMENDED
BY THE MANUFACTURER
(4) #8 BARS
GALV. RIGID STEEL CONDUIT.——

(SIZE AS REQUIRED)

#4 HOOPS ON 12" CENTERS.——

3" MIN. CLEARANCE (TYP.)

mnozomm._.m FOUNDATION

VEHICLE SIGNAL WITH POST TOP MOUNT

(WITH 2 HEADS USE 1 1/2 " DIA. STD.
PIPE FRAME.)

INTERIOR ILLUMINATED SIGN MOUNTS

DIRECTLY BELOW POST TOP MOUNT

]

)

5/16

4
=
b

L2]

= (ASTM A53, SCH.40, 4 1/2 “OD)
i~

CONNECTING BOLTS (A307) HEX.
BOLTS (4) 1-1/4" DIA. X LENGTH
. A AS REQUIRED, WITH (1) HEX. NUT

\I|5>zm102§mw BASE
(CAST ALUMINUM OR CAST IRON)

4"DIA. STD. GALVANIZED STEEL PIPE

PEDESTRIAN SIGNAL
(1 OR 2 HEADS).

AND (2) FLAT WASHERS PER BOLT.

11'-6" MIN.TO 12'-6" MAX.

7'-0" to 7'-6"

HAND HOLE

\l GROUT AS REQUIRED

%

TOP 12” OF CONCRETE FOUNDATION
SHALL BE SQUARE, REMAINING
DEPTH MAY BE ROUND OR SQUARE.

\

\

T MN
Y/

(r

L

GROUND ROD, 5/8 *DIA. X 10 FT. MIN.
COPPERWELD WITH AN ACCESSIBLE CLAMP.
(SEE BELOW FOR POLE BASE GROUNDING
DETAIL. FOR INSTALLATION IN ROCK,

*’:és/
T’
T

\

PLACE IN ONE POUR

TOP 4" OF CONCRETE FOUNDATION

SHALL BE SQUARE, REMAINING
DEPTH MAY BE ROUND OR SQUARE

ALL CONDUIT SHALL
EXTEND A MAXIMUM

OF 3" ABOVE THE POLE
BASEPLATE(SEE DETAIL A)

GROUND BUSHING
ON CONDUIT END

GROUND CLAMP
ON GROUND ROD

PIPE GROUND CLAMP ~_
ON REBAR CAGE

GROUND
ROD

DETAIL

INSULATED
HANDHOLE COINCIDENT ——
ACORN TYPE —__ | \ WITH SIGNAL ARM OR

REFER TO N.E.C.)

VEHICLE SIGNAL PEDESTAL

(SEE PEDESTRIAN SIGNAL PEDESTAL

FOR

BASE DETAIL

( CROSS SECTION )

# 6 BARE
STRANDED
COPPER

WRE ——|

GROUND
LUG ——

INSULATED — |
GROUND
BUSHING

<

BASE PLATE-1/2"ASTM OR A-307) 42"

A36 STEEL PLATE

GROUND LUG ‘/
INSULATED

MESSENGER CABLE
CONTINUOUS

" GROUND

BUSHING , \

CONTROLLER MOUNTING)

ALL CONDUIT SHALL
EXTEND A MAXIMUM

OF 3" ABOVE THE POLE POST CAP WITH
BASEPLATE SET SCREWS

“ 1"
1.1/2" WELDS @ 4
LOCATIONS AROUND —L
PIPE BASE. —

SIN———-5%  7_3/4"

.

PUSHBUTTON —

4" GALV. STEEL PIPE , .
(ASTM A53) 4 7-3/4

3/4" X 18" ANCHOR
BOLTS (4),(ASTM A36

TOP 4" OF CONCRETE
FOUNDATION SHALL BE

SQUARE, REMAINING
DEPTH MAY BE
ROUND OR SQUARE

8 1/2" 16"
__—BOLT CIRCLE _

24"

PRIEE NS

CONDUIT AS
SHOWN ON PLAN
24"

PUSHBUTTON POST

0. 6 STRANDED
// COPPER WRE
A o -
\nozcc_._. ONDUIT 7‘ ll;
N 12
5 it
é 24"
/ [
GROUND ROD 5/8" X 10 (MIN.) —
CONDUIT COPPERWELD WITH CLAMP
POLE BASE GROUNDING DETAIL
A REQUIRED FOR ALL METAL POLES NOTE:

TOP OF GROUND ROD SHALL BE WITHIN 1" OF
THE ELEVATION OF THE TOP OF THE CONDUIT.
ALL SHARP EDGES ON TOP OF THE GROUND

ROD WILL BE ELIMINATED AFTER INSTALLATION.

EXCEPT PUSHBUTTON POLES

CONTINUOUS WIRE FROM POLE TO:

GROUND BUSHING (ON CONDUIT),
ON GROUND ROD), ALL SPANWI

TO PIPE CLAMP (ON REBAR CAGE).

TO ACORN CLAMP

ALL EYEBOLTS, BOLTS, NUTS, AND WASHERS SHALL BE GALV.
STEEL UNLESS NOTED OTHERWISE, ALL SET SCREWS SHALL BE
MIN. DIA. 1/4" STAINLESS STEEL WITH SQUARE OR HEX HEADS.

DRAWING NOT TO SCALE

RE HANGERS AND PLUMBIZERS SHALL BE CAST BRONZE.
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